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Spectrum Test Report

1.0=25.675mW/nm
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Spectrum CIE1931 EVERFINE

x = 0.4533 y = 0.4025

CCT = 2729K

Color Parameters:

Chromaticity Coordinate:x=0.4533  y=0.4025/u'=0.2619 v'=0.5232

CCT=2829K(Duv=-0.0025) Dominant WL:Ld =584.9nm Purity=56.9%

Ratio:R=25.1% G=72.4% B=2.5%　Peak WL:Lp=609.4nm  FWHM=111.9nm

Render Index:Ra=82.4  

R1 =82 R2 =94 R3 =93 R4 =79 R5 =82 R6 =93 R7 =80

R8 =57 R9 =8 R10=85 R11=79 R12=76 R13=85 R14=97 R15=74

Photo Parameters:

Flux  = 1154 lm   Eff. : 97.07 lm/W  Fe  = 3.575 W

Electrical parameters:

V = 23.997 V     I = 0.4954 A    P = 11.89 W PF = 1.000

Status:  Integral T = 432 ms  Ip = 45432 (69%)

Model:078072 24CCT24024 Number:WW

Tester: Date:2020-06-08

Temperature:25.3Deg Humidity:65.0%

Manufacturer: Remarks:
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Spectrum Test Report

1.0=42.179mW/nm

380 480 580 680 780

Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.3177 y = 0.3344

CCT = 6212K

Color Parameters:

Chromaticity Coordinate:x=0.3177  y=0.3344/u'=0.1992 v'=0.4719

CCT=6212K(Duv=0.0035) Dominant WL:Ld =492.6nm Purity=5.2%

Ratio:R=14.1% G=79.5% B=6.4%　Peak WL:Lp=456.1nm  FWHM=23.0nm

Render Index:Ra=85.0  

R1 =85 R2 =94 R3 =94 R4 =80 R5 =83 R6 =89 R7 =86

R8 =70 R9 =18 R10=84 R11=79 R12=59 R13=89 R14=98 R15=80

Photo Parameters:

Flux  = 1210 lm   Eff. : 100.64 lm/W  Fe  = 3.930 W

Electrical parameters:

V = 23.997 V     I = 0.5012 A    P = 12.03 W PF = 1.000

Status:  Integral T = 432 ms  Ip = 33281 (51%)

Model:078072 24CCT24024 Number:W

Tester: Date:2020-06-08

Temperature:25.3Deg Humidity:65.0%

Manufacturer: Remarks:
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Spectrum Test Report

1.0=53.409mW/nm

380 480 580 680 780

Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.3767 y = 0.3635

CCT = 4003K

Color Parameters:

Chromaticity Coordinate:x=0.3767  y=0.3635/u'=0.2280 v'=0.4950

CCT=4003K(Duv=-0.0053) Dominant WL:Ld =582.6nm Purity=22.1%

Ratio:R=19.5% G=75.9% B=4.6%　Peak WL:Lp=456.1nm  FWHM=24.8nm

Render Index:Ra=87.1  

R1 =89 R2 =97 R3 =94 R4 =84 R5 =88 R6 =92 R7 =84

R8 =70 R9 =30 R10=91 R11=83 R12=68 R13=92 R14=98 R15=84

Photo Parameters:

Flux  = 2335 lm   Eff. : 97.20 lm/W  Fe  = 7.431 W

Electrical parameters:

V = 23.997 V     I = 1.001 A    P = 24.03 W PF = 1.000

Status:  Integral T = 259 ms  Ip = 44029 (67%)

Model:078072 24CCT24024 Number:DW
Tester: Date:2020-06-08

Temperature:25.3Deg Humidity:65.0%

Manufacturer: Remarks:


